2006 | HEIDELBERG CD 102 6 LX
N

DESCRIGAO DA IMPRESSORA

EQUIPAMENTO  ©
DETALHES

+ Autoplate - Troca da chapa semi-automatica

V4
+ Lavagem automatica do cilindro de impressao I E C N I C O S

+ Lavagem automatica do rolo de tinta

+ Bxtensdo da saida Lx2 » Contador de impressoes: 258 mio.

* Preset Plus no alimentador B
» Formato max. de folha: 720 x 1020 mm
* Preset Plus na saida - Perfeigao até a pilha

« Formato min. de folha: 280 x 420 mm
* TECHNOTRANS

+ Dispositivo de lavagem automatica da mantinha Velocidade de impressdo: 15.000 s.p.h.

+ Alcolor Vario amortecedor

+ Consola CP 2000 sensivel ao toque
+ Pré-ajuste CleanStar

* Non Stop in the feeder

* NS ( Non Stop in the delivery )

« CombiStar pro inking unit temperature control, water cooled,
with AlcoSmart

SPAIN | GERMANY | USA | ITALY | TURKEY | CHINA | BRAZIL | MEXICO | PERU

Y MACHIN=X

(V) +34 682 639 187 (v) info@machinex.com




SPAIN | GERMANY | USA | ITALY | TURKEY | CHINA | BRAZIL | MEXICO | PERU

(L) +34 682 639 187 (v) info@machinex.com

B MACHIN=X




SPAIN | GERMANY | USA | ITALY | TURKEY | CHINA | BRAZIL | MEXICO | PERU

)MACHIN=X

(4

(L) +34 682 639 187 (v) info@machinex.com




SPAIN | GERMANY | USA | ITALY | TURKEY | CHINA | BRAZIL | MEXICO | PERU

Y MACHIN=X

@ +34 682 639 187 @ info@machinex.com




	2006 | HEIDELBERG CD 102 6 LX
	EQUIPAMENTO
	DETALHES  TÉCNICOS


