
2007 | KBA RAPIDA RA 105 6 L ( P 40 ) FAPC HYBRID
USED PRINTING MACHINES ГОД: 2007 6 COLOR + COATER

ОПИСАНИЕ ПРИНТЕРА

ОПИСАНИЕ
ТЕХНИЧЕСКИЕ 
ПОДРОБНОСТИ

All Wash Up Devices•

Double sheet control - ultrasonic•

Cardboard device•

VARIDAMP alcohol dampening•

Intercommunication system between infeed and delivery•

Ultrasonic double sheet control•

FAPC (Full Automatic Plate Change)•

Straight machine printing•

IR Hot Air and UV Dryer on delivery•

ALV 2 (extended delivery)•

Chromed cylinders•

ALV 2 Double extension delivery•

Baldwin blanket, roller, and impression cylinder wash-up
device

•

Weko AP 260 powder spray with ionisation and remote
control

•

Sheet Counter : 128 Million•
Max. format : 740 x 1050 mm•
Min. format :: 340 x 480 mm•
Print output : 18.000 sp/h•
Max. print format: 730 x 1050 mm•
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Kersten antistatic high performance version•

Automatic feeder height adjustment•

chamber varnish unit Harris & Bruno•

Blower ionization on feeder•

ACS (Air-Cleaning-System)•

Technotrans Beta refrigeration•

Control console with Colortronic color metering, 17-inch
monitor, color test lamp 6500°K

•
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