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DESCRIPTION DE L'IMPRIMANTE

EQUIPEMENT 2
DETAILS

+ Centerline micrometric adjustment
+ Left-hand side pull register lay with sensor I E‘ : H N I Q U ES
+ Alimentation non-stop

* Quick lock stripping frame » Working Hours : 20.500 hours

» Corrugated board: Capability (up to approx. 3—4
mm, E/B flute depending on setup

+ Operator interface with Color Touch Screen
* Non Stop delivery
+ Chains and gripperbars

+ Sheet size (max in mm): 750 x 1050 mm

* Aut tic Non Stop in the deli ith sheet t . .. "
HEOMATIE RO =Top I e AElvEry with shieet cotnter + Sheet size ( minimum in mm ): 350 x 400 mm
+ Two (2) register side lays with double function ( pushing or

pulling) » Speed: 8.500 Sheets/h
+ High-performance automatic feeder with manual non-stop » Min Paper Thickness : 90 gr/m2
device

« Cardboard Thickness: up to 1.5 mm

o Max Pressure : 300 Tons
SPAIN | GERMANY | USA | ITALY | TURKEY | CHINA | BRAZIL | MEXICO | PERU

Y MACHIN=X

(V) +34 682 639 187 (v) info@machinex.com




ﬁ 63332639

20531
73383594

SPAIN | GERMANY | USA | ITALY | TURKEY | CHINA | BRAZIL | MEXICO | PERU

=X

(L) +34 682 639 187 (v) info@machinex.com




SPAIN | GERMANY |

(L) +34 682 639 187

9
.@
<
oY N
el
i)
)
e
@
=@
-_‘ A

USA | ITALY | TURKEY |

@ info@machinex.com

CHINA | BRAZIL | MEXICO | PERU

(4

Y/

)MACHIN=X




	2009 | IBERICA OPTIMA 105
	ÉQUIPEMENT
	DÉTAILS  TECHNIQUES


